
Light Sport Aircraft



P2008
Light Sport Aircraft

Wing span

Length

Height

Cabin width

Cabin height

Wing area

Maximum takeoff weight

Wing loading

MAX Cruise speed sl

Cruise speed (75%, sl)

Stall speed (full flap)

Climb rate (sea level)

Take off run

Landing run

Practical ceiling

Range

Limit load factor

Ultimate load factor

1.20 m

1.10 m

600 Kg

49.5 Kg/mq

120 kts

112 kts

41 kts

900 ft/m

200 m

150 m

14000 ft

690 n.m.

+4 /-2

+6 /-3

(130 ftq)

(1320 lbs)

(610 ft)

(492 ft)

FLIGHT INSTRUMENTS and INDICATORS
- MAGNETIC COMPASS

- VERTICAL SPEED

- BANK INDICATOR

- PITOT SYSTEM

- STATIC SYSTEM

- STABILATOR TRIM POSITION INDICATOR

ENGINE INSTRUMENTS
- TACHOMETER

- HOUR RECORDER

- OIL PRESS

- OIL TEMP.

- HEAD TEMP.

- FUEL PRESS.

OTHER INSTRUMENTS
- VOLTMETER

- AMMETER

- LH + RH FUEL QTY

- O.A.T.

- ELT AK-450 AMERI KING

FLIGHT CONTROLS
- HYDRAULIC TOE BRAKES

- PARKING BRAKE

- ELECTRICAL FLAPS

- DUAL FLIGHT CONTROLS

- STABILATOR TRIM (Electric actuated from 

Stick)

- ENGINE CONTROLS

- FLIGHT TRIM CONTROLS

ELECTRICAL SYSTEM

- 12 VOLT ALTERNATORS-20 AMP.

- SWITCHES

- 12 VOLT socket

- CIRCUIT BREAKERS PANEL

FUEL SYSTEM

- ENGINE DRIVEN FUEL PUMP

- FUEL QUICK DRAIN

INTERIOR
- PILOT and COPILOT SEATS

- WALL TO WALL CARPETING

- LUGGAGE COMPARTMENTS

EXTERIOR
- EPOXY CORROSION PROOFING, All struc-

 

- REAR WINDOW

- ALL WINDOWS TINTED

- TIE DOWN RINGS

EXTERIOR LIGHTS
- VERTICAL TAIL STROBE

- TAXI LIGHT

- NAV. WING LIGHTS with STROBE

- TAIL LIGHT

- WINDSHIELD DEFROSTER

- VENTILATOR ADJUSTABLE, 2 place

- HEATING SYSTEM with DEFROST

POWERPLANT AND PROPELLER
- ENGINES - 1 ROTAX 912ULS2 100 HP, 4 

Cylinders liquid/air cooled, integrated reduc-

tion gear

- DUAL IGNITION SYSTEM

- THROTTLE CONTROL

- TUBULAR STEEL ENGINE MOUNT

- PROPELLER - GT Propeller, 2 Blade fix

- PROPELLER SPINNER

- AIR FILTER

- OIL FILTER

- OIL AND WATER COOLERS

- THERMOSTATIC VALVE OIL

PRODUCT SUPPORT/DOCUMENTS

- MAINTENANCE MANUAL

STANDARD EQUIPMENT MAIN CHARACTERISTICS
AND PERFORMANCE

HEADQUARTERS VIA MAIORISE  081043 CAPUA CASERTA ITALY TEL. +39 0823 620134 FAX +39 0823 622899  WWW.TECNAM.COM INFO@TECNAM.COM
NORTH AMERICA HEADQUARTERS 7511 AIRFIELD DRIVE, BOX 8 RICHMOND, VA 23237 TEL. 1-888-359-4682 WWW.TECNAM.NET INFO@TECNAM.NET

- ALTIMETER DUAL MODE (IN/Mb)

- AIRSPEED IND - Kts

- FLAP INDICATOR

- CASTERING NOSE WHEEL

  - CENTRAL QUADRANT with SINGLE 

  - CHOKE

     TROTTLE LEVER    ture

- MAP AND STORAGE POCKETS

   - Adjustable Fore and Aft

- SEAT BELTS & Shoulder Harness, All Seats

   - Arm Rest

- 2 INTEGRAL FUEL TANKS  (24.3 gal. total)

TOTAL CAPACITY

   - Landing Light

   - Nav Light

   - Strobe Light

   - STABILATOR with INDICATOR

- PANEL SWITCHES:

   - SPLIT STARTER

- FUEL CONTROL SELECTOR ANDAIR

- MAIN WHEELS, 5.00 X 5

- NOSE WHEEL, 4.00 X 6

CABIN COMFORT SYSTEM

- PILOTS OPERATION HANDBOOK

  WARRANTY

- MANUFACTURERS FULL 2 YEAR LTD

   - AVIONIC MASTER

- 12 VOLT 18A AMP. BATTERY

- STARTER KEY ACS

- FIRE SLEEVE ON FUEL and OIL TUBES

8.8 m

6.93 m

2.46 m

12..01 mq

(10.1 lbs/tq)

(3.6)

(8.1 ft)

(28.9 ft)

(22.7 ft)

(3.9 ft)

- LH/RH F RONT D OOR Pi lot/Copilot, Loc k and Key 


